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TABLE 1
. THREAD SIZE INSTALLATION DIAS.
SIZE PER MiL-5-8879 A B C PILOT +005/C 'BORE+010

1 .1380-32UNJC-38 .500 312 .24 . 140 312
2 < 1640=-32UNJC-38 562 375 27 .166 375
3 . 1900-32 UNJF-38 .625 A7 .33 190 437
4 .2500-28UNJF-38 .687 .500 .40 257 .500
5 +3125-24UNJF-38 750 562 46 2316 2962 |
6 +3750-24UNJF-38 875 625 49 377 625

BASIC PART NO. CODE:

60603-48-50
TTT1

BODY DASH NUMBER (SEE TABLE il AND NOTE §)).

ADD *T* WHEN THRU-THREAD 15 REQUIRED BUT NOT STANDARD, (SEE TABLE If.)

SLEEVE DASH NUMBER = CORE THICKNESS ROUNDED TO THE NEAREST HUNDREDTH.

D.S8708/

(SEE NOTES@AND @)
THREAD SIZE (SEE TABLE I).
HEAD STYLE: D = STANDARD FLUSH, 0
B
o«
TYPE: THREADED WITH SELF-LOCKING HELICAL COIL INSERT PER MS21209, '.1
. )
m
MATERIAL : 0 = ALUMINUM ALLOY: BODY = 2024-T4 OR T351 PER QQ-A-225/6. g
SLEEVE = 6061-T6 PER WW-T-700/6. I~
FINISH = ALODINE PER MIL-C-5541. m
6 = 303 CRES PER AMS5640, ASTM-A-581/ASTM-A-582. PASSIVATE PER QQ-P-35.
9 = CARBON STEEL PER ASTM-A-108/FED-STD-66. CAD. PLATE PER QQ-P-416 (2) (11). Q
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TABLE II

BODY

B agjov JE MIN. FULL THREAD LENGTH
NO. |LENGTH

-30 .335

-40 350

-50 450

-0 550

=70 650

-80 750

-90 .850

-100 .950

=110 1.050

-120 1.150

-130 1.250

-140 1.350

=150 1.450 276 .28 .380 .500 625 750

@D INDICATES THRU-THREAD ON STANDARD PARTS

CODE| TOOL
SIZE [ KIT NO.

1617-1

1617-2

1617-3

1617-4

1617-5

SILe W ]|=—

1617-6

€

PIN LOCATES INTO—
PRESSING ANVIL.

PIN HEIGHT IS N
‘ADJUSTABLE

NOTES:

ALIGNMENT
ANVIL

@  NOT RECOMMENDED FOR TOP SKIN THICKNESSES GREATER THAN .030.

‘ @ FOR INSPECTION: THE ACTUAL SLEEVE LENGTH WILL BE .010 TO .015 SHORTER THAN THE CONVERTED DASH NUMBER

CALLOUT, EXAMPLE: -48 = ,480, ACTUAL LENGTH = ,465 TO .470.

@)  FOMMULA TO DETERMINE MAXIMUM BODY LENGTH: OVERALL PANEL THICKNESS MINUS BOTTOM SKIN, MINUS

+010 SPRINGBACK = MAXIMUM BODY LENGTH, (SEE TABLE Il.)

@ EXAMPLE: 489 CORE THICKNESS, DROP LAST DIGIT TO READ -48,

- 8 - -CONSULT TRIDAIP. ENGINEERING DEPARTMENT FOR AVAILABILITY. OF OPTIONAL MATEMALS, FINISMES AND SIZES.

[ 9 HELICAL COIL INSERTS INSTALLED PER MS33646,

REVISION

THREAD LENGTHS
INST'L_TOOLING

TRIDRIR INOUSTRIES

Specially F ssmeners / 8 Rexnora Comperny

anuu&uum TORRANCE, CALIFORIA 30008
@1y 55029

MILLIMETERS SURFACE FINISH

606D SERIES |
J.:FSC:29372 SHEET 2 OFZJ »




