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Marquage - Marking

Arconic Fixations Simmonds SAS

9, rue des Cressonniéres

72110 Saint-Cosme-en-Vairais — France - F0224
Tél : 33 (0)2-43-31-41-00

Fax : 33 (0)2-43-33-18-02
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Trou de rivet fraisé sur demande
Rivet hole countersunk on request
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Cassage d'angle 0,1 — 0,4 / Remove sharp edges 0,1 - 0,4 H Dimensions en mm

DESIGNATION SIMMONDS FILETAGE A B C F H Hi H2 J K R \% xé%iET
Kg/100 pcs
SIMMONDS PART NUMBER THREAD £0.20 | max. |£0.10 £0.20 max. | £0.05 +f()2 APPROX
3AJAL10CC M3 x 0,50 - 4H5H | 18 7 6 4,7 3,6 2 3,2 6 2,5 2,5 15 0,200
4AJAL10CC M4 x 0,70 - 4H5H | 24,3 | 9,5 8,5 4,7 53 2,8 4,8 8 2,5 3 15 0,245
5AJAL10CC M5 x 0,80 - 4H5H | 26 11 9,5 47 6 35 55 8 25 3 15 0,340
6AJAL10CC M6 x 1,00 - 4H5H | 29 13 11 6 7 4,2 6,2 8 33 35 15 0,480
8AJAL10CC M8 x 1,25 - 4H5H | 33,5 18 13 6 9,3 51 85 8 33 35 1,5 1,000
Nous consulter pour les diameétres / versions en fabrication — Contact Arconic for the diameter/type in manufacturing.

MATIERE :

TRAITEMENT DE SURFACE :
CLASSIFICATION :
FILETAGE :

TOLERANCES DE FORME
ET DE POSITION :
MARQUAGE :

CONDITIONS DE QUALIFICATION
ET D’ACCEPTATION :

Acier inoxydable Z10CNT18 suivant TR 3823, traité pour 70-95 HRB.
Passivation suivant EN 2516.
900 MPa (a température ambiante) / 120° C.

PROFIL : ISO M suivant NF L 05-220.
TOLERANCES : suivant NF L 05-224.

Suivant ISO 8788.

NN _SD suivant NF L 22-036 a I'emplacement indiqué sur le dessin.

NF L 22-500.

OPTIONS : Trous de rivets fraisés comme indiqué dans le dessin. Code K a ajouter derriére la référence (exemple :
SAJAL10CCK). Calotte nylon : Code CN a ajouter derriere le type de I'écrou (exemple : SAJALCN10CC).
Voir CN-ISO-M.
ECROU A RIVER SIMPLE PATTE NYLSTOP -900 MPa / 120°C
Marque déposée
NYLSTOP NUT ANCHOR ONE LUG - 900 MPa / 120°C AJAL10CC-ISO-M
Trade mark
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Tél : 33 (0)2-43-31-41-00
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MATERIAL: Corrosion resistant steel ZIOCNT18 in accordance with TR 3823, heat treated for 70-95 HRB.
SURFACE TREATMENT: Passivation in accordance with EN 2516.
CLASSIFICATION: 600 MPa (at ambient temperature) / 120 °C.
THREAD: PROFILE: ISO M in accordance with NF L 05-220

TOLERANCES: in accordance with NF L 05-224
TOLERANCES OF FORM
AND POSITION: In accordance with ISO 8788
MARKING: NN _$D in accordance with NF L 22-036 on the area indicated on the drawing.
QUALIFICATION AND
ACCEPTANCE CONDITIONS: NF L 22-500.
OPTIONS: Countersunk rivet holes as indicated on the drawing. Add code K dfter the reference (example:

SAJAL 10CCK). Nylon cap: Add code CN dfter the type of the nut (example: 5SAJALCN10CC).

See CN-ISO-M.

ECROU A RIVER SIMPLE PATTE NYLSTOP - 900 MPa / 120°C
Marque déposée
NYLSTOP NUT ANCHOR ONE LUG - 900 MPa / 120°C AJALI0CC-ISO-M
Trade mark
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