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N Ergots équidistants assurant |'autofreinage

Marquage

VAV,
Ra max \/

Cassage d'angle 0,1 - 0,4

X 3 Diametre sur flancs

Howmet Fastening Systems

Howmet Fixations Simmonds SAS

9, rue des Cressonniéres

72110 Saint-Cosme-en-Vairais — France - F0224
Tél : 33 (0)2-43-31-41-00

Fax : 33 (0)2-43-33-18-02

Repere pour filetage a gauche

(1) mesuré en appui aprés application d'un couple de serrage au moins
égal au double de la valeur de I'autofreinage.

(2) Cette dimension s'applique avant déformation par autofreinage.

M Dimensions en mm.

D A H F N MASSE
DESIGNATION PRODUIT FILETAGE 0,10 "_8? - g Kg 100pcs / APPROX
20150BCR101 MJ20 x 1,50 — 4969 14 7.5 7 4 0,76
22150BCR101 MJ22 x 1,50 - 4g6g 15 7.5 8 4 0,84
24150BCR101 MJ24 x 1,50 - 4g6g 17 7.5 9 4 0,92
26150BCR101 MJ26 x 1,50 — 4g6g 19 7.5 10 4 1,00
27150BCR101 MJ27 X 1,50 — 4969 20 7.5 10 4 1,04
28150BCR101 MJ28 x 1,50 — 4969 20 7.5 10 4 1,08
30150BCR101 MJ30 x 1,50 — 4g6g 22 7.5 12 4 1,15
32150BCR101 MJ32 x 1,50 — 4g6g 24 8 12 4 1,25
34150BCR101 MJ34 x 1,50 — 4g6g 26 8 9 6 1,35
37150BCR101 MJ37 x 1,50 — 4g6g 29 8 10 6 1,50
39150BCR101 MJ39 x 1,50 — 4g6g 31 8 10 6 1,60
42150BCR101 MJ42 x 1,50 — 4g6g 34 8 10 6 1,80
44150BCR101 MJ44 x 1,50 — 4g6g 36 8 11 6 1,95
49150BCR101 MJ49 x 1,50 — 4969 41 8 12 6 2,30
54150BCR101 MJ54 x 1,50 — 4969 46 8 12 6 2,70
57150BCR101 MJ57 x 1,50 — 4g6g 48 9 10 8 3,00
60150BCR101 MJ60 x 1,50 — 4g6g 51 9 11 8 3,30
64150BCR101 MJ64 x 1,50 — 4g6g 55 9 12 8 3,80
67150BCR101 MJ67 x 1,50 —4g6g 57 9 12 8 4,10
70150BCR101 MJ70 x 1,50 — 4969 60 9 13 8 4,45
71150BCR101 MJ71 x 1,50 — 4969 61 10 14 8 4,60
74150BCR101 MJ74 x 1,50 — 4g6g 64 10 14 8 5,00
77150BCR101 MJ77 x 1,50 — 4g6g 67 10 15 8 540
78150BCR101 MJ78 x 1,50 — 4969 68 10 15 8 5,60
80150BCR101 MJ80 x 1,50 — 4g6g 70 10 15 8 5,80
82150BCR101 MJ82 x 1,50 — 4g6g 72 10 16 8 6,10
87150BCR101 MJ87 x 1,50 — 4g6g 77 10 17 8 7,00
92150BCR101 MJ92 x 1,50 — 4g6g 82 11 18 8 8,10
97150BCR101 MJ97 x 1,50 — 4969 86 10 19 8 9,50

Contacter Howmet Fastening Systems pour les diameétres / versions en fabrication.
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Howmet Fastening Systems

m HOWMET Howmet Fixations Simmonds SAS
9, rue des Cressonniéres
m AEROSPACE 72110 Saint-Cosme-en-Vairais — France - F0224

Tél : 33 (0)2-43-31-41-00
Fax: 33 (0)2-43-33-18-02

MATIERE : Acier allié 35NCD16.

DURETE : 28/34 HRC ou 284/339 HV.

TRAITEMENT DE SURFACE : Argentage 3 a 20 ym suivant EN 2786.

CLASSE DE TEMPERATURE : 260° C.

FILETAGE : MJ suivant ISO 5855-2.

MARQUAGE : @ — MJ - SD suivant EN 2424 — Catégorie N, a I'emplacement indiqué dans le dessin.

CONDITIONS DE QUALIFICATION Spécification HFS N° 153. Pour obtenir une bague avec filetage a gauche, code G a ajouter

ET D'ACCEPTATION : derriére la référence. Ex : 42150BCR101-G.

© 2020 Howmet Aerospace Inc. Tous droits réservés. Simloc est une margue commerciale de Howmet Aerospace Inc. et de ses filiales.
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N Equally spaced beam for self-locking action

Marking

VAV,
Ra max \/

i
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Remove sharp edges 0,7 - 0,4

Howmet Fastening Systems

Howmet Fixations Simmonds SAS

9, rue des Cressonniéres

72110 Saint-Cosme-en-Vairais — France - F0224
Tél: 33 (0)2-43-31-41-00
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Left hand-thread mark ~

X 3 Pitch diameter

(1) measured after tightening at a wrenching torque at least double of the
self-locking torque

(2) This dimension applies before self-locking action.

M Dimensions in mm.

D A H F N WEIGHT
PART NUMBER +0,2 -0 Kg 100 parts / APPROX
THREAD +0,10 -0,1 - 02
20150BCR101 MJ20 x 1,50 - 4g6g 14 7.5 7 4 0,76
22150BCR101 MJ22 x 1,50 — 4969 15 7.5 8 4 0,84
24150BCR101 MJ24 x 1,50 — 4969 17 7.5 9 4 0,92
26150BCR101 MJ26 x 1,50 — 4g6g 19 7.5 10 4 1,00
27150BCR101 MJ27 X 1,50 — 4g6g 20 7.5 10 4 1,04
28150BCR101 MJ28 x 1,50 — 4969 20 7.5 10 4 1,08
30150BCR101 MJ30 x 1,50 — 4969 22 7.5 12 4 1,15
32150BCR101 MJ32 x 1,50 — 4g6g 24 8 12 4 1,25
34150BCR101 MJ34 x 1,50 — 4g6g 26 8 9 6 1,35
37150BCR101 MJ37 x 1,50 — 4g6g 29 8 10 6 1,50
39150BCR101 MJ39 x 1,50 — 4g6g 31 8 10 6 1,60
42150BCR101 MJ42 x 1,50 — 4969 34 8 10 6 1,80
44150BCR101 MJ44 x 1,50 — 4969 36 8 11 6 1,95
49150BCR101 MJ49 x 1,50 — 4g6g 41 8 12 6 2,30
54150BCR101 MJ54 x 1,50 — 4g6g 46 8 12 6 2,70
57150BCR101 MJ57 x 1,50 — 4g6g 48 9 10 8 3,00
60150BCR101 MJ60 x 1,50 — 4g6g 51 9 11 8 3,30
64150BCR101 MJ64 x 1,50 — 4g6g 55 9 12 8 3,80
67150BCR101 MJ67 x 1,50 —4g6g 57 9 12 8 4,10
70150BCR101 MJ70 x 1,50 — 4g6g 60 9 13 8 4,45
71150BCR101 MJ71 x 1,50 — 4969 61 10 14 8 4,60
74150BCR101 MJ74 x 1,50 — 4969 64 10 14 8 5,00
77150BCR101 MJ77 x 1,50 — 4g6g 67 10 15 8 540
78150BCR101 MJ78 x 1,50 — 4g6g 68 10 15 8 5,60
80150BCR101 MJ80 x 1,50 — 4g6g 70 10 15 8 5,80
82150BCR101 MJ82 x 1,50 — 4969 72 10 16 8 6,10
87150BCR101 MJ87 x 1,50 — 4969 77 10 17 8 7,00
92150BCR101 MJ92 x 1,50 — 4g6g 82 11 18 8 8,10
97150BCR101 MJ97 x 1,50 — 4g6g 86 10 19 8 9,50

Contact Howmet Fastening Systems for the diameter/type in manufacturing.

© 2020 Howmet Aerospace Inc. All rights reserved.

Simloc is a trademark of Howmet Aerospace Inc. and its subsidiaries.

CASTELLATED BEARING SAFETY RING SIMLOC ® — ALLOY STEEL SILVER-COATED

BCR101-1SO-MJ

Rev: H

Date: 2020/07/01

Page: 3/4



Howmet Fastening Systems
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MATERIAL: Alloy Steel 35NCD16.

HARDNESS: 28/34 HRC OR 284/339 HV.

SURFACE TREATMENT: Silver coating 3 to 20 um in accordance with EN 2786.

TEMPERATURE CLASS: 260° C.

THREAD: MJ in accordance with ISO 5855-2.

MARKING: @- MJ - SD in accordance with EN 2424 —Category N, on the area indicated on the drawing.

QUALIFICATION AND HFS Specification N° 153. To obtain a left-hand thread ring, please add code G after the

ACCEPTANCE CONDITIONS: part number. Ex: 42150BCR101-G.
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