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Static Joint Strength of flush head A-236 CRES Blind Bolts (MIL-HDBK-5) © 2020 Howmet Aerospace Inc.
Data shown is taken from Table 8.1.3.2_.3(a) Page B-78 of MIL-HDBK 5G Change Notice 2
Fastener MS21140, M5211405 and MS21140U (Fsu = 95ksi)
Type 100° Flush Head A286 CRES Blind Bolt Fasteners
Test Clad 7075-T6 and T651

3/16 if4 5f/16
(0.198) (0.259) (0.311)
Ultimate Strength { Pounds)

0.071 1165 a T e T e
0.030 1330 a 1600 a s = G
0.090 1515 a 1805 a - - - - - - - - -
0.100 1700 a 2020 a 2615 a - - - - - -
0.125 1930 a 2095 a 3295 a 3935 a T
0.160 S 2925 a3 4335 a 5080 a 6010 a
0.190 --- --- 5005 a 6150 a 7205 a
0.250 --- - - - - - - 6520 a 6580 a
0:.312 i e e 7215 a 9810 a
0.375 S s s 10330 a
0.071 473 i LT e LT
0.030 584 627 St s St
0.090 702 730 --- - - - - - -
0.100 819 a01 1025 - - - -- -
0.125 1115 1260 1435 1540 TN
0.160 S 1760 2090 2285 2430
0.190 --- --- 2655 2065 3235
0.250 --- --- --- 3190 3510
0.312 i i LT 4320 4360
0.375 S S St s 6460




