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TABLE I - BEFORE CRIMP TABLE I1 - AFTER CRIMP ONTO SCREW 

NOTES: 

1. MATERIAL: STANDARD - 17-7PH CRES PER M I L - S - 2 5 0 4 3  AND AMS5528. 
OPTIONAL - A286  CRES PER AMS5525. INDICATED BY LETTER "A' AFTER BASIC  PART NUMBER. 

2.  HEAT TREAT: 17-7PH CRES - CONDITION TH1050 PER MIL -H-6875.  
OPTIONAL A286  CRES - 140.000 PS I  M IN  PER AMS5525. 

3.  USAGE: RETAINING RING TO BE USED WITH CA221 /( I - (  I - (  I - (  / TYPE CAPTIVE SCREWS. 

4. INSTAL LA TION: CA2210T-M(  / TOOL MUST BE USED TO INSTALL RETAINING RING. SEE TOOL 
DRA WING FOR PROCEDURES. 

5. F INISH AND PART CALLOUT EXAMPLES: 

5.1. FINISH: PASSIVA TE PER 0 0 - P - 3 5 .  

5.2. CA2210-M6 R 

TTL RETAINING RING - USED WITH M6 S I Z E  SCREW L BASIC PART NUMBER, 17-7PH CRES MA TERIAL 

5.3. CA2210A-M6 R 

OPTIONAL A286  CRES MATERIAL 

- 
7. DIMENSIONS ARE I N  MILLIMETERS. 

B. TOLERANCES, UNLESS OTHERWISE INDICATED: .XX t 0 . 5 0 ,  .XXX t0 .25.  

(9) -06R RETAINING RING I S  ALSO USED WITH $ 6 - 3 2  INCH S IZE  SCREWS. INTERIM DOC.UMENT REVISKIN 
Rev. ( Date ( D M 8  ] 

CAGE CODE 

RETAINING RING, 
SOLID, CRIMP- ON TYPE, CA2210- Mf )R 

METRIC SERIES 
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