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6,3     1,6 

         Ra max                       Cassage d’angle 0,1 – 0,4  ■ Dimensions en mm 

DESIGNATION PRODUIT 
FILETAGE 

D 

B 

± 0,2 

C 

J13 

E 

h13 

F 

H13 

G 

J13 

H 

 

N 

 

12100CNA101 M12x1,00 - 5H 7,5 17 21 4 18 4,8 4 

14100CNA101 M14x1,00 - 5H 7,5 19 23 4 20 4,8 4 

16150CNA101 M16x1,50 - 5H 7,5 21 26 4 22 4,8 4 

18150CNA101 M18x1,50 - 5H 8,3 24 30 4 25 5,6 4 

22150CNA101 M22x1,50 – 5H 9,3 28 34 4 29 5,6 4 

25150CNA101 M25x1,50 – 5H 10 32 38 5 33 6,4 4 

30150CNA101 M30x1,50 – 5H 11 37 44 5 38 7,2 4 

33150CNA101 M33X1,50 – 5H 11 40 48 5 42 7,2 6 

36150CNA101 M36X1,50 – 5H 11 44 52 6 46 7,2 6 

50150CNA101 M50x1,50 – 5H 11,7 60 68 6 61 8 6 

Contacter Howmet Fastening Systems pour les diamètres / versions en fabrication. 

 

MATIERE : Acier allié 35NCD16, traité pour 28 – 44 HRC. 

 

TRAITEMENT DE SURFACE : Cadmiage 5 à 15 µm + lubrification sèche. 

 

CLASSIFICATION : 120 °C. 

 

FILETAGE :  PROFIL : ISO M suivant NF L 05-220. 

 TOLERANCES : suivant NF L 05-223. 

 

TOLERANCES DE FORME 

ET DE POSITION : Suivant ISO 8788. 

 

MARQUAGE :  + Pas + SD. 

 

CONDITIONS DE QUALIFICATION 

ET D’ACCEPTATION : Spécification Simmonds N° 170. 

 

OPTION :  Pour obtenir un écrou avec filetage à gauche : le préciser après la référence. 

 Exemple : 25150CNA101 gauche. 
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6,3     1,6 

         Ra max                       Remove sharp edges 0,1 – 0,4  ■ Dimensions in mm 

PART NUMBER 
THREAD 

D 

B 

± 0,2 

C 

J13 

E 

h13 

F 

H13 

G 

J13 

H 

 

N 

 

12100CNA101 M12x1,00 - 5H 7,5 17 21 4 18 4,8 4 

14100CNA101 M14x1,00 - 5H 7,5 19 23 4 20 4,8 4 

16150CNA101 M16x1,50 - 5H 7,5 21 26 4 22 4,8 4 

18150CNA101 M18x1,50 - 5H 8,3 24 30 4 25 5,6 4 

22150CNA101 M22x1,50 – 5H 9,3 28 34 4 29 5,6 4 

25150CNA101 M25x1,50 – 5H 10 32 38 5 33 6,4 4 

30150CNA101 M30x1,50 – 5H 11 37 44 5 38 7,2 4 

33150CNA101 M33X1,50 – 5H 11 40 48 5 42 7,2 6 

36150CNA101 M36X1,50 – 5H 11 44 52 6 46 7,2 6 

50150CNA101 M50x1,50 – 5H 11,7 60 68 6 61 8 6 

Contact Howmet Fastening Systems for the diameter/type in manufacturing. 

 

 
 

MATERIAL: Alloy steel 35NCD16, heat treated for 28 – 44 HRC. 
  

SURFACE TREATMENT: Cadmium  5 to 15  µm + dry film lubricant. 
 

CLASSIFICATION: 120°C. 
 

THREAD: PROFILE: ISO M in accordance with NF L 05-220. 

 TOLERANCES: In accordance with NF L 05-223. 
 

TOLERANCES OF FORM 

AND POSITION: In accordance with ISO 8788. 
 

MARKING:  + Pas + SD. 
 

QUALIFICATION AND 

ACCEPTANCE CONDITIONS: Simmonds Specification N° 170. 
  

OPTION: To obtain a left-hand thread nut, please mention it clearly after the part number. 

 Example: 25150CNA101 gauche. 

 

 

 

 

 

 

 


