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PART NOM A B C D E F K
NUMBER SIZE +.002 [£.0020| £.010 MIN MAX MAX MAX
3SLC-CO5 .1640 245 .1630 .221 158 .016 .188 .251
3SLC-CO6 .1900 270 1900 .225 185 .016 .212 .276
3SLC-CO7 .2187 .312 2170 .283 .212 .016 .237 .318
3SLC-CO8 .2500 356 2490 .283 .245 .016 .280 . 362
3SLC-C10 3125 446 3120 L334 . 307 .031 . 351 .452
3SLC-C12 L3750 531 . 3765 . 374 L5372 .031 421 .537
3SLC-C14 L4375 620 4380 . 445 .434 .031 .453 .626
3SLC-C16 .5000 708 5010 . 495 .497 .031 .520 .709
MATERTAL : 2024-T42 ALUMINUM ALLOY PER CHEMISTRY OF QQ-A-430.
FINISH: YELLOW ANODIZE PER MIL-A-8625, TYPE II, CLASS 2.
LUBRICATION: CETYL ALCOHOL (CHLORINE FREE) PER AS87132.
CONCENTRICITY: TA" & "B" SHALL BE CONCENTRIC WITHIN .010 TIR.
NOTE : BURRS NOT ALLOWED UNLESS OTHERWISE INDICATED.
PART NO. EXAMPLE: EQ*COS
LNOMINAL COLLAR I.D. IN .03125 INCH INCREMENTS
LMATERIAL: 2024-T42 ALUMINUM ALLOY
DOUBLE END SHEAR TYPE COLLAR
DIMENSIONS IN INCHES AFTER FINISH
PROCUREMENT SPECIFICATION: 2010
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ISSUED 11/25/80 COLLAR, SEALING DOUBLE END LIGHTWEIGHT LGP 2SLC—C ()
REVISED 08/06/21 SHEAR TYPE - SWAGE LOCKING,
2024-T42 ALUMINUM ALLOY
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