
Stud Dash Number Selection Table

Important Notes: 1. 40S37 stud assemblies are not available with dash numbers smaller than -4. 2. If the total thickness “G”
is very near the top of the thickness range, selection of the next greater dash number is recommended. For “G” thicknesses
longer than those tabulated, contact AFS Engineering. 3. “G” min. thickness specified
may be reduced .030 inch when column 3 dash numbers apply and .060 inch when column 4 dash numbers apply.

sdutSdetemmorG sdutSsseltemmorG
1 2 3 4 5 6 7

G
latoT

ssenkcihT

.cerllA
.batton
thgirta

61-442llA
B61-xe
RB61-&

22-442llA

B61-442llA
R-B61-442

.cerllA
.batton
thgirta

61-442llA
B61.xe
RB61-&

22-442llA

B61-442llA
R-B61-442

050.-120. - - 2- - - 2-
080.-150. - 2- 3- - 2- 2-
011.-180. 2- 3- 4- 2- 2- 4-
041.-111. 3- 4- 5- 2- 4- 4-
071.-141. 4- 5- 6- 4- 4- 6-
002.-171. 5- 6- 7- 4- 6- 6-
032.-102. 6- 7- 8- 6- 6- 8-
062.-132. 7- 8- 9- 6- 8- 8-
092.-162. 8- 9- 01- 8- 8- 01-
023.-192. 9- 01- 11- 8- 01- 01-
053.-123. 01- 11- 21- 01- 01- 21-
083.-153. 11- 21- 31- 01- 21- 21-
013.-183. 21- 31- 41- 21- 21- 41-
044.-114. 31- 41- 51- 21- 41- 41-
074.-144. 41- 51- 61- 41- 41- 61-
005.-174. 51- 61- 71- 41- 61- 61-
035.-105. 61- 71- 81- 61- 61- 81-
065.-135. 71- 81- 91- 61- 81- 81-
095.-165. 81- 91- 02- 81- 81- 02-
026.-195. 91- 02- 12- 81- 02- 02-
056.-126. 02- 12- 22- 02- 02- 22-
086.-156. 12- 22- 32- 02- 22- 22-
017.-186. 22- 32- 42- 22- 22- 42-
047.-117. 32- 42- 52- 22- 42- 42-
077.-147. 42- 52- 62- 42- 42- 62-
008.-177. 52- 62- 72- 52- 62- 62-
038.-108. 62- 72- 82- 62- 62- 82-
068.-138. 72- 82- 92- 62- 82- 82-
098.-168. 82- 92- 03- 82- 82- 03-
029.-198. 92- 03- 13- 82- 03- 03-
059.-129. 03- 13- 23- 03- 03- 23-
089.-159. 13- 23- 33- 23- 23- 23-
010.1-189. 23- 33- 43- 23- 23- 43-
040.1-110.1 33- 43- 53- 23- 43- 43-
070.1-140.1 43- 53- 63- 43- 43- 63-
001.1-170.1 53- 63- 73- 43- 63- 63-
031.1-101.1 63- 73- 83- 63- 63- 83-
061.1-131.1 73- 83- 93- 63- 83- 83-
091.1-161.1 83- 93- 04- 83- 83- 04-
022.1-191.1 93- 04- 14- 83- 04- 04-
052.1-122.1 04- 14- 24- 04- 04- 24-
082.1-152.1 14- 24- 34- 04- 24- 24-
013.1-182.1 24- 34- 44- 24- 24- 44-
043.1-113.1 34- 44- 54- 24- 44- 44-
073.1-143.1 44- 54- 64- 44- 44- 64-
004.1-173.1 54- 64- 74- 44- 64- 64-
034.1-104.1 64- 74- 84- 64- 64- 84-
064.1-134.1 74- 84- 94- 64- 84- 84-
094.1-164.1 84- 94- 05- 84- 84- 05-
025.1-194.1 94- 05- 15- 84- 05- 05-
055.1-125.1 05- 15- 25- 05- 05- 25-
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