MANUFACTURE OF THE PROPRIETARY PARTS SHOWN HERE WITHOUT WRITTEN
CONSENT OF ARCONIC FASTENING SYSTEMS IS ABSOLUTELY PROHIBITED.

g THIS DRAWING EMBODIES ARCONIC FASTENING SYSTEMS CONFIDENTIAL, PROPRIETARY DESIGN &
ALL DESIGN, MANUFACTURING PRODUCTION, USE & SALE RIGHTS REGARDING SAME ARE EXPRESSLY RESERVED.
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UPPER THREADED PORTION FORMED
OUT OF ROUND TO PROVIDE 2X @K1 THRU
SELF LOCKING FEATURE
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DETAIL F
BOTTOM C'SUNK RIVET HOLES

2X @K THRU

HIGH TENSILE MARK \
LOCATION OPTIONAL p

2X K2 RAD

AFS GA|B [ C |dD] E [BG]| H | J |BK|[OKI[ K2 | M [@(N]SP)] (V) [ W [AXIAL TENSILE
THREADS
PRODUCTS | piiiaics STRENGTH
PART NO. MAX MIN | MAX MAX MIN | MIN MAX|  Ibf MIN
06 |.1380-32UNJC-3B 142 75 — | 161 1,670
08 | .1640-32UNJC-3B | 1.051 | 328|349 168 275 192 | 250 422 2,500
339 210 103 .113
190 | -250 098 | .008 | 098
3 | .1900-32UNJF-3B 194 : il < 225 3,620
314
F2400- 310 025
4 | .2500-28UNJF-3B | 1.306 | .359 254 364 281 |- 062 296 | .312 531 6,470
505
5 |.3125-24UNJF-3B | 1.396 | .301| 50°.317| 440 | ] 328 3| a5 | 373|375 641 10,200
6 |.3750-24UNJF-3B | 1.441 | 422 379/ 485 |-220| 344 1301 .130 436 | 437 705 15,200
MATERIAL: C1050 CARBON STEEL PER AMS5085 (UNS G10500).
FINISH: F2400-(*) -- CADMIUM PLATE PER AMS-QQ-P-416, TYPE I, CLASS 3, PLUS

SOLID FILM LUBRICANT COAT PER AS5272, TYPE I.
F2400X(*) -- CADMIUM PLATE PER AMS-QQ-P-416, TYPE I, CLASS 3.

PERFORMANCE: NASM25027, EXCEPT AS NOTED:
A) AXIAL TENSILE STRENGTH AS NOTED, BASED ON 160,000 KSI.

VARIATIONS: ADD BC FOR BOTTOM C'SUNK RIVET HOLES.
EXAMPLE: F2400-3BC

TEMPERATURE: 500 °F.

NOTES: 1. FLOATABILITY: .030 RADIALLY MIN, FROM CENTERED POSITION.
A K2 IS CLEARANCE FOR ATTACHING RIVETS.
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