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TYPICAL INSTALLATION
TABLE 1
PART NOMINAL A B D E F G H L R s
NUMBER DIA DIA DIA DIA DIA WRENCH REF. REF. REF. RAD MAX
MAX MIN MAX FLATS
mm | INCH| mm | INCH| mm |INCH| mm | INCH| mm |INCH| mm |INCH| mm |INCH| mm |INCH| mm |INCH| mm |INCH| mm |INCH
3,990| .1571 2,06 .081 0,4 |.016
FCBF7013-040-( )| 4,0 | .157 | 8,0 | .315| 7,2 |.283| 3 ga0| 1255|397 |.1566| 5051 77| 0:57|.020| 0.91.036|14,47| .570| 55 | poa| 0,18 |.007
4,990| .1965 2,64 .104 0,5 |.020
FCBF7013-050-( ]| 5,0 | .197 | 10,0 |.394| 9,0 | .354| ) ous| 1045 | 497|.1960| 551 | \ngg| 0:76|-030| 114 |.045|15,23|.600.| o5 |" 35| 0:23 |.009
5,990|.2358 3,07\ 121 0,7 | .028
FCBF7013-060-( )| 6,0 |.236| 12,0 | .472| 10,8 |.425 | 3 gu5l 52001 6,97 |.2358| ' gy | 135 | 0,89 |.035| 1,37 | .054|20,30|.800| o's |" )50 | 0,28 | 011
7,987\ .3144 3,86 .152 0,7 |.028
FCBF7013-080-( )| 8,0 | .315 | 16,0 | .630| 14,8 |.583 7929| 3122 7,97(.3139 378|147 1,78 |.070| 1,83 |.072|22,80|.900 0.5 | 020 0,28 .01
9,987|.3932 4,70 .185 0,8 |.031
FOBF7013-100+( ) || 10,0 | .394| 20,0|.787| 18,8 | .740| 5/ 955 "300g| 9:97|.3927| 4 57| ‘10| 303 |.080| 2.29|.090127,92| 1.100| 4’5 | o7y| 0:28 | 071
TABLE 1 (cont) v INSTALLED DIMENSIONS MECHANICAL PROPERTIES
PART T v w RECOMMENDED, J K BREAK OFF | TENSILE DOUBLE  |PREVAILING
NUMBER ACROSS GAGE GAGE HOLE DIA MAX LIMITS |STRUCTURAL|  SHEAR TORQUE
HEX. REF. PROT. DIA SIZE MIN 4> FAILURE (MIN, MIN MIN

mm (INCH| mm | INCH| mm | INCH| mm | INCH| mm | INCH| mm | INCH| mm | INCH| N L8S. N LBS. | Nm |IN-LBS,
0,358|.0141|6,505|.2561|4,075| .1604 44,19 | +.165

FOBF7013-040-( )| 9,53|.875 | v 3a8| -G8 T 1 6200 2o oo 16041 6,09 | 240 | 9,59 | 070 | ‘30| 6% | ss00| s54 | 15200| 2960 | 0,11 | 10
FCBF7013-050+( )| 9,53|.575 g:;gg 0160 gjggg 5270 g:%f) 19981 7.61 | 300 | 10,66 | 420 _‘(;’"0’(9) "o | 6000 | 1349 | 20800| 4680 | 0.17 | 15
FOBF7013-060-( )| 8,53|.975 | 0 420 | G2 T |0 100189781 00Tl 23921 a4 | 960 | 12,44 | 490 | ‘00| 53| 8700| 1956 |0000| 6740 | 0.28 | 25
FCBF7013-08-( ) || 12,70 500 g;ggg -.%2,377 ;g:ggg gjgg g:ggg :ggg 12,18 | 480 | 13,71 540 fg_'o’g + 162 | 15500| 3485 | 53600| 12050| 0,40 | 3,5

FCBF7013-100-( ) | 12,70| 500 | 0:394|-023417,505.6892\10,0901.5972] 15 55| s0g | 17,13 | 675 | *444| *775 | 24400| 5485 | 84000| 18880| 0,45 | 4,0

0,564 |.0222 |17,500|.6890 | 10,000| .3937 -0,00| -.000
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AND HEAT TREAT:

~

NUT:  6AL-4V TITANIUM PER AMS 4928 OR AMS 4967;
HEAT TREATED PER MIL-H-81200 TO 95 KSI SHEAR STRENGTH MINIMUM, MAXIMUM HYDROGEN 125 PPM
COREBOLT: A-286 PER AMS 5731, AMS 5732 OR AMS 5737; HEAT TREATED TO 175 KSI TENSILE MIN.
SLEEVE: 304 STAINLESS STEEL PER AMS 5639; HEAT TREATED AS REQUIRED FOR PERFORMANCE
INSERT: ACETAL PER ASTM D4181
DRYVCAP™:  MILD STEEL
FINISH:
-} NUT: KAL-GARD ANN-RO #1012 CONVERSION COATING OR PHOSPHATE FLOURIDE PER AMS 2486
MAY BE USED AT MANUFACTURER'S OPTION.
SLEEVE & PASSIVATE PER AMS-QQ-P-35.
COREBOLT: KAL-GARD ANN-RO #1013 CONVERSION COATING OPTIONAL
INSERT:  NONE
DRYVCAP™:  COLOR GRAY
LUBRICANTS:

THE FOLLOWING LUBRICANTS MAY BE APPLIED TO ANY OR ALL COMPONENTS IN ANY COMBINATION
AS REQUIRED FOR PERFORMANCE UNLESS OTHERWISE SPECIFIED: DRY FILM LUBE PER AS85272, TYPE I,
EVERLUBE #812, PARAFFIN WAX, OR CETYL ALCOHOL

APPLICABLE SPECIFICATIONS:

PROCUREMENT SPECIFICATION: FCBF208
SPECIAL LUBE AND FINISH: FCBF202
NOTES: UNLESS OTHERWISE SPECIFIED

. PART CODE AND EXAMPLE: FCBF7013 () - 6 - 200

DESIGNATES GRIP (TABLE 2)

SEE NOTE <4>

DESIGNATES BASIC DIMENSIONS (TABLE 1)
DESIGNATES SPECIAL FINISH CODE

DESIGNATES BASIC PART NUMBER
(BASIC PART: FCBF7013SA( }-6-100
USED FOR SEALANT APPLICABLE ONLY.)

2. LOCKING FEATURE CONSISTS OF THREE (3) INDENTATIONS LOCATED 120° APART ON THE PERIPHERY OF
THE NUT COMPONENT AND APPROXIMATELY .040" ABOVE INTERSECTION OF THE NUT NOSE ANGLE AND 0.D.

3. COMPOSITE BLIND FASTENER WITH SELECTED COMBINATIONS OF THE ABOVE LUBRICATIONS AND FINISHES
ARE SPECIALLY CODED AND MAY BE SUBSTITUTED FOR EQUIVALENT NON-CODED PARTS AT MANUFACTURER'S
OPTION. CONTACT FAIRCHILD ENGINEERING.

<4> AN "L" IN PLACE OF THE DASH (-) BETWEEN THE DIAMETER DASH NUMBER AND GRIP DASH
NUMBER DESIGNATES MODIFIED BREAK-OFF LIMITS OF +.053/-.050. "EX: FCBF7013( }-6L200".

(5> DISTORTION SHALL NOT PREVENT INSERTION OF THE FASTENER INTO A RING GAUGE OF LENGTH EQUAL TO
ONE DIAMETER AND DIAMETER EQUAL TO MINIMUM RECOMMENDED HOLE. INSERTION FORCE SHALL NOT
EXCEED 5.0 Ibs. (22,24 NEWTONS)

TABLE 1 (cont) TABLE 2
PART MINIMUM 2nd GRIP RANGE 2nd GRIP RANGE
NUMBER AVAILABLE DASH DASH
GRIP NUMBER MIN. GRIP MAX., GRIP NUMBER MIN. GRIP MAX. GRIP
DASH NO. (GRIF) mm INCH mm INCH (GRIP/ mm INCH mm INCH
FCBF7013-040-( ) -050 -050 3,0 118 5,0 197 -190 17,0 .669 19,0 748
-070 5,0 197 70 | 276 -210 19,0 .748 21,0 .827
FCBF7013-050-( ) -050
-090 7,0 276 9,0 .354 -230 21,0 .827 23,0 .905
FCBF7013-060-( ) -050 -110- 9,0 .354 1,0 .433 -250 23,0 .905 25,0 .964
FCBF;owﬁoaﬁ( / -070 -130 77,0 .433 73,0 512 -270 25;0 .984 27,0 1.063
-150 13,0 512 15,0 591 -290 27,0 1.063 29,0 1.142
FCBF7013-100+( ) -070
-170 15,0 .591 17,0 669 -310 29,0 1.142 31,0 1.220
S
DOCUMENT REVISION
FROPAIETARY PARTS SHOWN HERE WITHOUT WALTTEN CONSENT Rev. | Date DAF#
BUBODIES A CONTOENTIAL . PROPRIETARY DESION AND. ALL .
DESIGN, MANUFACTURING, PHbDUDTION, USE AND SALES RIGHTS — A‘ |°l L(I )D q\" 3°|
REGARDING SAME ARE EXPRESSLY RESERVED. L 1

APPROVED DATE

Fairchild FAIRCHILD FASTENERS

é ENGINEERING CENTER

3000 WEST LOMITA BOULEVARD
TORRANCE, CA 90505

cace cooe SM902

31 MAY 01 8LIND BOLTS PRODUCT

REV. LETTER AND DATE

14- TJJUN Ve AOOU-LOK ™ ”A
= —NOVBER BLIND FASTENE;L ’o:‘ol’-!LZgzZ%‘:IDTE APPLICATION FCBF7013
oy
3 —PAP—BBNELT qr\A NNED TITANIUM, METRIC SHEET 2 oF 2




