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BOTTOM C'SUNK RIVET HOLES
AFS THREADE AT Cl@D[@G] H | J |BK|PKI| K2 | M | @P| R | V | W [AXIAL TENSILE[APPROX
PRODUCTS|  piRElDS STRENGTH |WEIGHT
PART NO. MAX MIN MAX MIN | MIN | MIN | MAX | MIN | MAX lof MIN lbs/100
06 | .1380-32UNJC-3B 142 71 | 206 < 1,130 28
935 5
207
08 | .1640-32UNJC-3B 340198 210 | 103 o o 8| 047 | 297 1,720 29
339 190" 008 | 9% |- ' 328
3 | .1900-32UNJF-3B | .950 194 274 2,460 33
314 308
K2000-| 4 |.2500-28UNJF-3B| .993 254 281|310 344 055 'g;‘; 4,580 57
062 :
5 | .3125-24UNJF-3B | 1.210 317 328 417 065 | 202 7,390 96
505 135 485
495 240 130 | 130 130 125 614
6 | .3750-24UNUF-38 | 1.264 | 49°| 379 | 2701 344 : 505 o7 | 4 11,450 1.44
567 346 | 166 726
7 | 4375-20UNJF-3B | 1.446 | ‘387 | 442 300 | 33511301 161 | 161 602 | 156 | .085 | 125|  15450 2.02
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MATERIAL: C1050 CARBON STEEL PER AMS5085 (UNS G10500) IN ACCORDANCE WITH
ASTM A827 OR ASTM A684.
HEAT TREAT: Rc 49 MAX.
FINISH: K2000-(*):

CADMIUM PLATE PER AMS-QQ-P-416, TYPE Il, CLASS 2, PLUS
SOLID FILM LUBRICANT COAT PER AS5272, TYPE I.

K2000-(*)CW
CADMIUM PLATE PER AMS-QQ-P-416, TYPE II, CLASS 2, PLUS WAX.

K2000X(*):
CADMIUM PLATE PER AMS-QQ-P-416, TYPE II, CLASS 2.
PERFORMANCE: NASM25027.

VARIATIONS: ADD BC FOR BOTTOM C'SUNK RIVETS.
EXAMPLE: K2000-3BC

NOTES: FOR SIZES -06: COUNTERSINK WITHIN THE LIMITS OF @D.
SHAPE OF CORNER MAY BE SQUARE, ROUND OR C'SINK WITHIN THE LIMITS OF @P.
OPTIONAL: STIFFENING RIB TO BE H/1.5 MAXIMUM HEIGHT.

K2 IS CLEARANCE FOR ATTACHING RIVETS.

- BB

CENTER OF THE TAPPED HOLE SHALL NOT DEVIATE IN ANY DIRECTION FROM THE
CENTER OF THE PLATE NUT AS DETERMINED BY THE RIVET HOLES BY MORE THAN .005.

6. MAGNETIC PERMEABILITY SHALL BE LESS THAN 2.0 (AIR=1.0) FOR A FIELD STRENGTH OF
200 OERSTEDS, USING A MAGNETIC PERMEABILITY INDICATOR PER ASTM A342 OR
EQUIVALENT.

7. UNLESS OTHERWISE SPECIFIED:
A) DIMENSIONS APPLY AFTER FINISH, BUT BEFORE LUBRICATION.
B) SURFACE TEXTURE TO BE 125 MICROINCHES MAX, PER ASME B46.1.
C) REMOVE ALL BURRS AND SHARP EDGES.
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