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TABLE |
LOCKRING A B C D E
o ROSAN ROSAN MILITARY
2 INSERT PART PART INTERNAL EXTERNAL THREAD MINIMUM
£ PART NUMBER NUMBER THREAD (4 FULL
£ NUMBER (s) (s) ClASS-38 PITCH MINOR THREAD
3 REF REF SHE DIA DIA +015 | +015 | DEPTH.
ZG | __RI2002SB5 | RLRRI6SAS | MS51990-120P | .1120-40UNIC | .1900-24 | .1633-1648 | .1334.1407 | 310 | 210 12
%E | __RI20035B6 | RLRR185A6 | MS51990-103P | .1380-32UNJC | .2160-24 | .1893-1908 | .1594-.1667 | .380 | .260 .16
3 | RI2004SB7 | RLRR2ISA6 | MS51990-104P | .1640-32UNIC | 250020 | .2178-2198 | .1824-1909 | .440 | .310 22
=% || RI20055B8 | RLRR24SA7 | MS51990-105P | .1900-24UNJC | .3125-18 | .2769-2789 | .2373.2468 | .500 | .350 .25
z
Ol || RI20065B10 | RLRR28SA8 | MS51990-106P | .2500-20UNJC | .3750-16 | .3347-3372 | .2906-.3011 | .620 | .450 31
8% | RAJ2007SB11 | RLRR33$A9 | MS51990-107P | .3125-18UNJC | .5000-13 | .4506-4531 | .3963-.4087 | .690 | .490 .38
Eg RI20085B13 | RLRR38SA9 | MS51990-108P | .3750-16UNJC [ .5625-12 | .5091-5116 [ .4503-.4635 | .810 | .600 .44
iy | RI20095B16 |RLRR47SA10| MS51990-100p | .4375-14UNJC | 625011 | .5668.5693 | .5028-.5168 | 1.000 | .770 .50
0% || RI20105817 |RLRRS6SA11| MS51990-110P | .5000-13UNJC | .7500-10 | .6860-.6885 | .6156-.6308 | 1060 | .810 62
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22 NOTES; UNLESS OTHERWISE SPECIFIED:
o8
<& | [1]. MATERIAL: 1117 STEEL PER ASTM A108
0y NOTE: THESE PARTS ARE AVAILBLE IN OTHER MATERIALS REFER TO SHHET 2 OF 4.
aw
2% 2 HEATTREAT: NONE
w
@2 3. FINISH:  CADMIUM PPLATE PER AMS-QQ-P-416, TY Il CL3
o
2E | [4. THE EXTERNAL THREAD HAS A SPECIAL PITCH DIAMETER AND MINOR DIAMETER WHICH INSTALLS INTO A
23 AS8879 CLASS 3B, MIL-5-7742 CLASS 38, OR NATIONAL CLASS 3 TAPPED HOLE.
[2]e]
ET | [5]. MATING LOCKRING IS NOT INCLUDED WITH INSERT, IT MUST BE ORDERED SEPARATELY
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TABLE I
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2 g CODE MATERIAL SPECIFICATION HEAT TREAT FINISH
[e R ®]
AMS-5-6758.
5& SA [4] 4130 STEEL 125 KSIUTS MIN CAD PLATE PER
o > CONDITION F
z @ AMS-QQ-P-416
§ 2 SB [6] 1117 STEEL ASTM-A108 NONE TYI.CL3
]
ik
W g SF 17-4PH CRES AMS 5643 COND H1025
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S
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S':J: 5 SN ALTERNATE: AMS-QQ-P-416
‘§ e 4140 STEEL AMS-5-5625 83 HRB MIN [7] TYI.CL3
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NICKEL
COPPER ASTM-B-164
SP ALLOY OR NONE NONE
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4
E AMS 5731 PASSIVATE
2 SU [6] | A286 CRES OR 83 HRB MIN [7] AMS 2700
g AMS 5734
= AMS-T-9047
Zo 6AI-4V
oz TA COND A 130 KSI UTS MIN NONE
a% TITANIUM
aa OR AMS 4967
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g0 NOTES: [CONTINUED]
g_% [6] NOTED CODES INDICATE STANDARD MATERIALS.
(U
i [7] FOR A286 HEAT TREATED TO 130 KSI UTS MIN, ADD SUFFIX
] EO349 TO INSERT PART NUMBER.
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INSERT THREAD DIA MIN FULL MIN DRILL
PART CLASS 38 +.003 THREAD DEPTH
NUMBER [10] (8) DEPTH [12]
REF [12] PLUG | BOTTOM
AL MAG | 33
TAP TAP

RJ2002SB5 | .1900-24UNJC | .250 258 094 345 532 449

RJ2003SB6 | .2160-24UNJC| .281 291 109 415 602 519

RJ2004SB7 | .2500-20UNJC | .328 337 109 475 700 .600

RJ20055B8 | .3125-18UNJC| .375 381 141 535 785 674
RJ2006SB10 | .3750-16UNJC | .437 448 156 655 936 811
RAJ2007SB11 |.5000-13UNJC| 515 526 172 725 1.071 917

RJ2008SB13 | .5625-12UNJC| .593 601 172 845 1.220 1.053
RJ2009SB16 | .6250-11UNJC| .734 J47 218 1.035 1.444 1.262
RJ2010SB17 |.7500-10UNJC| .875 888 203 1.095 1.545 1.345

" APPROVED DATE
06/10/2011
REV. LETTER AND DATE
DAF NUMBER

NOTES: (CONTINUED)

[8] "G"DIAMETER AND MINOR DIAMETER OF THREAD TO BE CONCENTRIC WITHIN .003 FIM.
9. WHEN PARENT MATERIAL SURFACE IS NOT FLAT OR NORMAL TO AXIS OF HOLE, PROVIDE

A SPOTFACE FOR PROPER LOCKRING ENTRY.
THREAD AS SHOWN PER AS8879 IS PREFERED, ALTERNATE THREAD PER MIL-S-7742 CLASS 38

(al

OR NATIONAL CLASS 3 1S APPLICABLE WHEN SPECIFIED BY DESIGN ACTIVITY.
11. REMOVE ALL BURRS AND SHARP EDGES.

[12] "J" MINIMUM FULL THREAD DEPTH AND "K" MINIMUM DRILL DEPTH ARE APPLICABLE
FOR STANDARD INSERT LENGTHS SHOWN ONLY. FOR NON STANDARD LENGTHS,
"J" AND "K" MUST CHANGE ACCORDINGLY.

@ ARCONIC

Arconic Fastening Systems

TRIDAIR PRODUCTS
3000 W. LOMITA BLVD.
TORRANCE, CA 90606

INTERIM DOCUMENT REVISION

Rev.

Date

DAF#

Al

10/8/2018

117431

| TTE |NSERT - RING LOCKED, BLIND
COURSE INTERNAL

AND
COARSE EXTERNAL THREADS

UNLESS OTHERWISE SPECIFIED
DIMENSIONS ARE IN INCHES &
ASME Y14.5M TOLERANCES:

ANGLES

FRACTIONS

DECIMALS XX
XXX

"o
e
co=

ARG °

=]

! CURRENT DESIGN ACIVITY:

. CAGE CODE: 83324
SALES DRAWING NO.

~ RJ2000 ( )() SERIES

SHEET 3 OF 4




Date Created: Frlday 22 February 2019 09:04:35 AM

MANUFACTURE OF THE PROPRIETARY PARTS SHOWN HERE
WITHOUT WRITTEN CONSENT IS ABSOLUTELY PROHIBITED

THIS DRAWING EMBODIES A CONFIDENTIAL, PROPRIETARY DESIGN & ALL DESIGN, MANUFACTURING

PRODUCTION, USE & SALE RIGHTS REGARDING SAME ARE EXPRESSLY RESERVED.

Document : RJ2000()() SERIES Rev. Al

001ds252230_3_0.pdf

Camloc . Delron . Deutsch . Huck . K- Fast . Kaynar . Microdot . RAM . Rosan . Screwcorp . Tridair . Voi - Shan
=
STEP DRILL TAP WRENCH LONRING DRIVE TOOL
INSERT STEP DRILL BASIC LOCKRING | REMOVAL
PART PART NUMBER TAP W RENCH DRIVE DRILL
NUMBER [13] SIZE PART TOOL SIZE
REF [14] NUMBER PART [15]
ALUMINUM MAGNES UM REF NUMBER REF
RJ2002SB5 RCDC16-149-5 RCADC16-149-5 1900-24UNC | RIT1O02W R102D 7/32
RJ2003586 RCDC18-177-6 RCADCI18-177-6 2160-24UNC | R1IO3W R103D 1/4
RJ2004SB7 RCDC21-2015 RCADC21-2015 .2500-20UNC | R1104W R104D 19/64
RJ20055B8 RCDC24-2575 RCADC24-2575 3125-18UNC | RI105W R205D F
RJ2006SB10 RCDC28-3125 RCADC28-3125 3750-16UNC | R1106W R206D 5/16
RAJ20075B11 RCDC33-422-11 RCADC33-422-12 | .5000-13UNC | RI1107XW | RA207D \%
RJ20085B13 RCDC38-484-13 RCADC38-484-14 | .5625-12UNC | R1108W R208D 29/64
RJ2009SB14 RCDC47-535 RCADCA47-535 6250-11TUNC | RITIOW R209D 9/16
RJ2010SB17 RCDC56-656 RCADCS56-656 .7500-10UNC | R1I1IW R210D 11/16
NOTES:  (CONTINUED)
[13] STEP DRILLS ARE DESIGNED FOR THRU HOLE DRILLING, WHEN USED TO DRILL A BLIND HOLE, IT MAY BE
NECESSARY TO GRIND THE DRILL TO SUIT THE DEPTH REQUIRED.

(14]

PREPARATION SHEET 3 OF 4.

(18]

REMOVAL DRILLS ARE NOT SUPPLIED BY ALCOA.
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