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CUSTOMER:

.030-.040 LATERALLY AND LONGITUDINALLY FROM CENTERED POSITION.

.030 RADIALLY FROM CENTERED POSITION.

.020 MAXIMUM AXIALLY FROM CENTERED POSITION.

.030 MAXIMUM AXIALLY FROM CENTERED POSITION.

MATERIAL:

HARDNESS:

FINISH:

PERFORMANCE:

TEMPERATURE:

VARIATIONS:

NOTES:

NUT AND BASKET:
  A286 CORROSION RESISTANT STEEL PER AMS5525, AMS5732, AMS5737, OR
  AMS5853 (UNS S66286).

49 HRC MAX.

NUT:
  SOLID FILM LUBE PER AS5272, TYPE I.
BASKET:
  PASSIVATE PER ASTM A967. OPTIONAL SOLID FILM LUBE.

NASM25027.

450°F MAX.

ADD P FOR BOTTOM PROJECTION WELD NIBS.
   EXAMPLE:  F5001-4P.
ADD BC FOR BOTTOM C'SUNK RIVET HOLES.
   EXAMPLE:  P5001-4BC.

  1.    FLOATABILITY:    
                         ALL SIZES:   
                                               
           -04 THRU -6 SIZES:   
                            -8 SIZES:   

 FOR SIZES -06 AND SMALLER C'SINK OR RADIUSED WITHIN P.

  3.    MAGNETIC PERMEABILITY SHALL BE LESS THAN 2.0 (AIR=1.0) FOR A FIELD STRENGTH OF 200
         OERSTEDS USING A MAGNETIC PERMEABILITY INDICATOR PER ASTM A342. REQUIREMENT 
         DOES NOT APPLY TO -1024, -420, -616 & -8.

 K2 IS CLEARANCE FOR ATTACHING RIVETS.

  5.    SURFACE TEXTURE TO BE 125 MICROINCHES MAX, PER ASME B46.1.

2.

4.


