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HFS
PART NO.

THREADS
PER AS8879

A

MAX
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K1
 
 

K2
 

MIN
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MIN
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MIN

V
 
 

W
 

MAX

MAXIMUM
WEIGHT
lbs/100

F50732-

08-1

.1640-32UNJC-3B

  .948 .484 .349
.339

.168

.210

.190

.250

  .690
  .686

.103

.098
.113
.098 .098

.070

.100

.037

.027

.445

  .57
08-2 .312 .125   .64
08-3 .375 .188   .69
08-4 .438 .250   .74
08-5 .500 .313   .79
08-6 .562 .375   .84
3-1

.1900-32UNJF-3B .194

.250 .070   .57
3-2 .312 .125   .64
3-3 .375 .188   .69
3-4 .438 .250   .74
3-5 .500 .313   .79
3-6 .562 .375   .84
4-1

.2500-28UNJF-3B

1.292

.584

.505

.495

.254

.295

1.002
  .998

.070

.125

.547

1.07
4-2 .357 .125 1.17
4-3 .419 .188 1.26
4-4 .481 .250 1.34
4-5 .543 .313 1.44
4-6 .605 .375 1.52
5-1

.3125-24UNJF-3B .720 .317

.240

.220

.344

.135

.130
.145
.130 .130

.070

.045

.035 .643

1.82
5-2 .400 .125 1.87
5-3 .461 .188 2.00
5-4 .524 .250 2.11
5-5 .586 .313 2.22
5-6 .649 .375 2.33
6-1

.3750-24UNJF-3B .840 .379

.380 .070

.055

.045 .760

2.40
6-2 .430 .125 2.55
6-3 .500 .188 2.80
6-4 .560 .250 2.95
6-5 .635 .313 3.10
6-6 .690 .375 3.25

HFS
PART NO.

AXIAL TENSILE
STRENGTH

lbf MIN

PUSH 
OUT

lbf MIN

SEATING
TORQUE

in-lbf

TORQUE
OUT
in-lbf

F50732-

08-(*)   2,000   80   18   45
3-(*)   2,825 200   25   90
4-(*)   5,060 225   60 160
5-(*)   8,000 250 120 280
6-(*) 11,900 125 125 240
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MATERIAL:

FINISH:

PERFORMANCE:

VARIATIONS:

NOTES:

NUT:
    A286 CORROSION RESISTANT STEEL PER AMS5525, AMS5732, OR AMS5737 (UNS S66286).

BASKET:
    A286 CORROSION RESISTANT STEEL PER AMS5525 (UNS S66286).

CLIP:
    XM-28 STAINLESS STEEL SPRING WIRE PER ASTM A313 (UNS S24100).

NUT:
    F50732-(*)-(*) -- PASSIVATE PER AMS2700, METHOD 1, PLUS SOLID FILM LUBE PER NAS3356.                 

    F50732-(*)S(*) -- SILVER PLATE PER AMS2410 WITH .0002 MINIMUM THICKNESS ON ANY
                                SURFACE WHICH CAN BE TOUCHED WITH Ø.75 BALL. THREADS SHALL 
                                SHOW COMPLETE COVERAGE, BUT THICKNESS REQUIREMENT IS WAIVED.

BASKET:
    PASSIVATE PER AMS2700, METHOD 1.

CLIP:
    PASSIVATE PER AMS2700, METHOD 1, TYPE 6.

NASM25027, EXCEPT AS FOLLOWS:
    A)  AXIAL TENSILE STRENGTH AS TABULATED.
    B)  F50732-(*)-(*): REUSABILITY OF 50 CYCLES USING A286 OR 13-8 Mo BOLTS SEATED TO 
                                  SEATING TORQUE VALUES AS TABULATED.
    C)  PUSH OUT AND TORQUE OUT VALUES AS TABULATED WHEN APPLIED SEPARATELY
          AND COMBINED.

ADD BC FOR BOTTOM C'SUNK RIVET HOLES.
    EXAMPLE:   F50732-3-4BC
ADD P FOR PROJECTED WELD NIBS.
    EXAMPLE:   F50732-3-4P

  1.      FLOATABILITY:   .030 RADIALLY MINIMUM, FROM CENTERED POSITION.

2.    K2 IS CLEARANCE FOR ATTACHING RIVETS.

  3.      UNLESS OTHERWISE SPECIFIED:
               A)  DIMENSIONS APPLY PRIOR TO LUBE.
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