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UPPER THREADED PORTION FORMED
OUT OF ROUND TO PROVIDE
SELF LOCKING FEATURE
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NUT

WASHER

MANUFACTURER'S 
TRADEMARK
LOCATION OPTIONAL
SIZES -04 THRU -08
OPTIONAL

MATERIAL:

FINISH:

PERFORMANCE:

TEMPERATURE:

NOTES:

NUT --
SIZES -04 THRU -06:
  A286 CORROSION RESISTANT STEEL PER AMS5525 (UNS S66286).
SIZES -08 THRU -6:
  A286 CORROSION RESISTANT STEEL PER AMS5732 (UNS S66286).
WASHER --
  321 CORROSION RESISTANT STEEL PER AMS5510 (UNS S32100).

NUT --
  SILVER PLATE PER AMS2410.
WASHER --
  PASSIVATED PER AMS2700.

NASM25027, EXCEPT AS FOLLOWS:
         A)  WRENCHING TORQUE TESTS ARE TO BE CONDUCTED USING A STANDARD
               SOCKET WRENCH.

900 F MAX.

1. C AND W DIMENSIONS APPLY BEFORE FORMING SELF LOCKING FEATURE.
  2.   MAGNETIC PERMEABILITY SHALL BE LESS THAN 2.0 (AIR = 1.0) FOR A FIELD
        STRENGTH OF 200 OERSTEDS USING A MAGNETIC PERMEABILITY INDICATOR
        PER ASTM A342/A342M, TEST METHOD 3 OR EQUIVALENT.
  3.   NUT MUST ROTATE FREELY IN WASHER.

.014 MIN
THREAD RELIEF

AFS
PRODUCTS
PART NO.

THREADS
PER AS8879

A

MAX

C

MIN

H

MAX

(P) W AXIAL
TENSILE

STRENGTH
lbf MIN.

APPROX
WEIGHT
lbs/100

HW41-

04 .1120-40UNJC-3B .240 .136 .148 .135 .126
.119      760 .05

06 .1380-32UNJC-3B .278 .171 .167 .161 .157
.150   1,150 .08

08 .1640-32UNJC-3B .324 .207 .194 .187 .189
.181   1,720 .13

3 .1900-32UNJF-3B .364 .277 .214 .213 .251
.243   2,460 .22

4 .2500-28UNJF-3B .464 .348 .245 .273 .313
.305   4,580 .36

5 .3125-24UNJF-3B .564 .419 .292 .335 .376
.367   7,390 .63

6 .3750-24UNJF-3B .644 .491 .308 .398 .439
.430 11,450 .87
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NUT - 6 POINT,
CAPTIVE WASHER,

SELF-LOCKING, ASSEMBLY

EAR EXPORT CONTROLLED TECHNICAL DATA: DISTRIBRUTION LIMITED TO U.S. PERSONS OR THOSE NON-U.S. PERSONS 
COVERED BY AN APPROPRIATE EXPORT LICENSE OR ALLOWED FOR BY THE APPROPRIATE REGULATIONS, ECCN: EAR99.

Arconic Fastening Systems
Fullerton Operations
800 S State College Boulevard
Fullerton, California, 92831
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