MANUFACTURE OF THE PROPRIETARY PARTS SHOWN HERE WITHOUT WRITTEN
CONSENT OF HOWMET FASTENING SYSTEMS IS ABSOLUTELY PROHIBITED.

THIS DRAWING EMBODIES HOWMET FASTENING SYSTEMS CONFIDENTIAL, PROPRIETARY DESIGN & ALL DESIGN,
I MANUFACTURING PRODUCTION, USE & SALE RIGHTS REGARDING SAME ARE EXPRESSLY RESERVED.
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HFS THREADS | PA|9®) C | @D H | BLI M ISRV W () | Y IAPPROX T SEATING
PART NO. PER AS8879 MIN MAX 1bs/100 TOmR_ICtInEJE
292 202 .335 .095 | .220
08 |.1640-32UNJC-3B 088 235 | .242 198 .230 325 | 122 164 085 | 212 270 14 15-21
322 228 .365 | .102 .095 | .251
3 |.1900-32UNJF-3B 318 261 | .277 924 .240 355 190 085 | 243 .280 005 18 25-35
422 .288 475 | 127 120 | .313 '
4 | .2500-28UNJF-3B 418 339 | .348 284 .290 465 | 107 .250 110 | 305 .340 .36 60-80
536 .350 590 .145 | .376
KFN609-| 5 |.3125-24UNJF-3B 532 423 | 419 346 372 580 | 137 313 135 | 367 430 72 130-160
.648 413 685 | 117 .160 | .439
6 |.3750-24UNJF-3B 642 496 | 491 409 400 675 375 150 | 430 470 1.02 200-240
.743 476 .805 .205 | .502
7 | .4375-20UNJF-3B 737 575 | .561 472 485 795 | 152 438 195 | 492 .565 | .006 1.80 270-330
.865 538 915 | .132 235 | .564
8 |.5000-20UNJF-3B 855 .654 | .631 534 525 905 .500 295 | 553 615 2.60 370-430
MATERIAL: NUT:
7075 ALUMINUM ALLOY PER AMS4186 (UNS A97075).
WASHER:
17-4PH STAINLESS STEEL PER AMS5643 (UNS S17400). AGED TO H-1025 CONDITION.
FINISH: KFN609-(*):
NUT -- ANODIZE PER MIL-A-8625, RED DYE, PLUS CETYL ALCOHOL LUBRICANT.
WASHER -- CADMIUM PLATE PER AMS-QQ-P-416, TYPE Il, CLASS 3.
KFN609DL(*):
NUT -- ANODIZE PER MIL-A-8625, RED DYE, PLUS CETYL ALCOHOL LUBRICANT.
WASHER -- SOLID FILM LUBE PER AS5272, TYPE I.
PERFORMANCE: KFS1008, EXCEPT AS FOLLOWS:
A) THREE CYCLE REUSABILITY.
NOTES: 1. MAY BE MISALIGNED UP TO 7° IN ANY DIRECTION FROM CENTERED POSITION.
2. REMOVE ALL BURRS AND SHARP EDGES.
THIRD ANGLE @ S EAR EXPORT CONTROLLED TECHNICAL DATA: DISTRIBUTION LIMITED TO U.S. PERSONS OR THOSE NON-U.S. PERSONS
PROJECTION COVERED BY AN APPROPRIATE EXPORT LICENSE OR ALLOWED FOR BY THE APPROPRIATE REGULATIONS, ECCN: EAR99.
APPROVED DATE CURRENT DESIGN ACTIVITY: TITLE: CAGE CO
02JUN1982 T HOWMET NUT - 6 POINT, AGE CODE: 15653
SELF ALIGNING, SELF LOCKING,
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